
Underground Waste Systems
Accordingto norm EN13071-1

Helt nedgravd avfalls løsning

Helt og delvis over bakken avfalls løsning

Miljø skap til beholdere Seminedgravd avfalls løsning



Om abc Miljø AS

Om abc Miljø AS

Abc miljø as er et resultat av at to sterke aktører innen produksjon 
av avfallsløsninger for det Nordiske markedet valgte å slå seg 
sammen. De ønsket et direkte salgsledd i Norge.

Abc miljø skal fokusere på salg og utvikle avfallsløsninger for 
kommunale og interkommunale selskaper pluss sameier og 
borettslag/boligbyggerlag samt utbyggere i Norge og sverge.

Den ene aktøren i Abc miljø as er Hansen Sveis & Montering AS i 
Fredrikstad som har produserer avfallsskap (miljø skap)for det 
norske markedet i mange år.

Den andre aktøren er Syltex i Polen og Tyskland som står bak 
produksjonen av avfallsløsningene som er levert i Norge i en 
årrekke. 

De er også eier av Transportøren ( Tymar )som leverer produktene 
som blir produsert i Polen og Tyskland til hele Norden.

Abc miljø as valgte og ansatte Pål Andre Martinsen som daglig 
leder. Pål har mange års erfaring med salg og oppfølging av disse 
produktene mot kommunale og interkommunale selskaper samt 
private aktører innen en rekke sektorer.

Abc miljø as har også etablert sitt eget service team som reiser 
over hele Norge hvis det skulle oppstå noen form av problemer 



Typesof insertsand lifting systems

Trommel

Papir

Glass

2-hook Kinshofer 1-hook

* In the second half of 2022, a new pillar will be available in which the factions will be exchangeable.



Columndimensions



Pedestrianfloor

Underground collector

Bottomclaps

Waste collectioncolumn

Hooksfor craneservice

2-hook container



Capacity5m3

Capacity4m3

Capacity3m3

2H 1H

Typesof underground containers



Containerdimensions

Container3m3

Closedclaps Open claps



Containerdimensions

Container4m3

Closedclaps Open claps



Containerdimensions

Container5m3

Closedclaps Open claps



Underground Waste Systems 
Accordingto norm EN13071-1

6m3 7m3

Settes i 7m3 betong



Typesof underground containers

Collectorfor capacity7m3

Collectorfor capacity6m3



Container6m3 dimensions

Container6m3

Closedclaps Open claps



Container7m3 dimensions

Container7m3

Closedclaps Open claps



Bunntømte beholdere med to 
fraksjons- kammer 



Bunntømte beholdere med delte fraksjons-kammer, 
kan inndeles i forskjellige størrelser og freakjoner, 

etter ønske og behov.
Delt kammer leveres i 3-4-5-6-7 m3 beholdere kun 

fra ABC Miljø AS

Disse kan tømmes med kranbil til 2 krok løsning



We deliver concretes 3m3, 4m3 ,5m3 ,6 and 7m3 

producedby:

INDYPREF Sp. z o.o. or Kleihues.

The delivered concretes are already equipped with the 

safety system. All adjusting feet are already adjusted to 

the height of the container.

Installation of containers in 5m3 6m3 and 7m3 
concrete with statives

*Containers with a capacity of 6m3 and 7m3 will be available in the second half of 2022



Installation of containers in 7m3 concrete with statives

Container7m3 in concrete Container6m3 in concrete



Safetysystem for 6m3 and 7m3 container



Strength class: C35/45
Environmental class: XC4, XF1, XA1, XS3,XM2, W12



Clap

Adjustingframe

Fourreleasepedals

Small 
springs

Longsprings

Safetysystem 



Safetysystem - dimensions



5m3 concretedimensions

Strength class: C35/45
Environmental class: XC4, XF1, XA1, XS3,XM2, W12



Craneattachment

Waste collectioncolumn

Wastecontainerup to 5m3

Integralsafetysystem

Reinforcedconcrete

Containerequipmentoptions:

- Electronics with RFID accesscontrol
- Fill levelmonitoring system
- GPS route management
- Maintenance/ Service package

Strandveien1-3, 1661 Rolvsøy
paal@abcmiljø.no
90 99 82 25



Electronics with RFID accesscontrol

Access control

ÅAccessto the systemis controlledby a cardreader. Thecustomerpaysonly for the waste

that fits in the drum. Whenthe drum is closed,re-accessis only possibleby openingwith

a card.

Access by a card

ÅTheelectronicsarepoweredby batteriesinstalledinsidethe column. Thebattery canalso

beequippedwith a solarpanelsothat it isalwayscharged.

ÅAs an additional option, it is possibleto equip the container with a waste sensor. Data

from the systemcanbe tranferredautomaticallyandusedto plancollectionrounds.

Magneticconductivestrip

Drumlock

Drumsensor

Waste sensor

Battery



Manual lock accesscontrol

ÅAccessto the systemcanbe managedalsoeconomicallythrougha manuallock insteadof

card. Manuallockcanbeusedfor drumandpapierinsert.

Manual lock

Manual lock

Drumblockingplate

Lock insert

Manual lock for drum

Manual lock for papier clap

Lock insert

Manual lock

Papier clapblockingplate

Drum

Papier clap



Transport 

We deliver completecontainerswith concretes armedwith safetysystemsand properly set

adjusting feet. We transport our products in open trailers, which means that accessto

unloadingis from both sides.

Concrete
5m3

5m3

5m3

3m3

3m3

Safetysystemsmounted

Concrete
5m3

Concrete
5m3

Concrete
5m3

Concrete
5m3

Concrete
5m3

Concrete
5m3

Concrete
5m3

5m3

5m3

5m3

5m3

Safetysystemsmounted

Colums

OPTION1: transportof 2 x 5m3 and2 x 3m3 containerswith concretesandsafetysystems

OPTION2: transportof 4 x 5m3 containerswith concretesandsafetysystems( the sameway

of transportis for 4m3 containers).

In the caseof transporting5m3 or 4m3 or the combination,it is necessaryto install the

columsafter unloadingbecausethey areunscrewedduringtransport. Toinstallthem,seethe

ΩColumnassemblyinstructionΩ.



Columnassemblyinstruction

STEP1.
Slide the columninto the frameof the container.

Montagefeets

Angleplatesin containersframe

STEP 2.Mount pillar to the frame
using montage materials:
4x M16x45 DIN933 -bolts
4x M16 DIN9021 -washers  

STEP3. Connectmiddlehookwith
4 chainsusing4 chainlinksdelivered
with the hook.
ATTENTION:
Chainsmustgostraightfrom the containerto
the hoistinghook.

Distancebetween
columnand floor
shouldbe between
5-10mm!



After the warrantyperiod for the containers,we guaranteeour customersaccessto serviceparts

that canbeordereddueto wearor damage. Weprovideaccessto suchservicepartsas:

Hooks/ Completecolums / Drums / Papier inserts / Glasinserts / Bumpers/ Locks/ Claps/

Pedestrianfloors / Clapsfor safetysystems/ Adjustingframes/ Hinges/ Chains/ Stativesand

many others. We also make specialorders dependingon the needs. If you have any questions,

pleasecontactusdirectly.

Strandveien1-3, 1661 Rolvsøy
paal@abcmiljø.no
90 99 82 25





Åwe providea 8-yearwarrantyfor all mechanicalparts;

Åwe providea 10-yearwarrantyfor concretethat isburied;

ÅWe provide a 8-year warranty in the caseof signinga servicecontract and documentingthe

servicesthat takeplaceoncea year;





Overbakken beholdere 3/4/5m3
Produsert i høy kvalitet som 

etterligner de nedgravd enhetene



Produsert i 3 mm stål.
Antigraffiti.

Hammerlakk(pulverlakkert)
Forsterkede hjørner



Beholdere som gir borettslaget 
et virkelig løft 



Leveres i alle farger og innkast


